
Reotemp Bimetal Thermometers 
REOTEMP Instruments has been manufacturing Bimetal Thermometers in the U.S. for over 49 years! Not only are we dedicated to making Quality Products and Satisfied Customers, we also 
strive to provide our customers with powerful tools such as our Online Product Configurator, which make specifying bimetals (with and without a thermowell) quick and easy.  
Customization Options Include: 
HiVis Dials, Intermediate Stem Lengths, SS Tags, Colour Bands, Private Logo Dials, and more. Shatter proof laminated safety glass now available. 
 

Rear Stem  
Bimetal Thermometer 

 
FEATURES/BENEFITS 

 Made to ASME B40.3 Specifications 

 Accuracy ± 1% Full Scale.  (ASME B40.3) 
 All Stainless Steel Construction 
 Hermetically Sealed (ASME B40.3) 
 Silicone Fillable for Vibration 
 Standard and Custom Stem Lengths 
 Standard External Reset for Calibration 

 OEM Logo Dials/Custom Dials 

 Five Year Warranty 
 HiVis Dials Available 

Bottom Stem  
Bimetal Thermometer 

 

FEATURES/BENEFITS 

 Made to ASME B40.3 Specifications 

 Accuracy ± 1% Full Scale.  (ASME B40.3) 
 All-Stainless Construction 
 Hermetically Sealed (ASME B40.3) 
 Silicone Fillable for Vibration 
 Standard and Custom Stem Lengths 
 Standard External Reset for Easy Calibration 

 OEM Logo Dials/Custom Dials 

 Five Year Warranty 
 HiVis Dials Available 

Adjustable Angle  
Bimetal Thermometer 

 
FEATURES/BENEFITS 

 Made to ASME B40.3 Specifications 

 Accuracy ± 1% Full Scale.  (ASME B40.3) 
 All Stainless Steel Construction 
 Hermetically Sealed (ASME B40.3) 
 Silicone Fillable for Vibration 
 Standard External Reset for Easy Calibration 
 OEM Logo Dials/Custom Dials 

 Five Year Warranty 

 HiVis Dials Available 
 Dial can be adjusted to any position for 

easy viewing. 

 


